JOHN N. HUGHES RECEIVED

ATTORNEY AT LAW JAN 20 2015
PROFESSIONAL SER VICE CORPORATION
124 WEST TODD STREET PUBLIC SERVICE
FRANKFORT, KENTUCKY 40601 COMMISSION
TELEPHONE: (502) 2277270 INHUGHES@fewpb.net
January 20, 2015

Jeff Derouen

Executive Director

Public Service Commission
211 Sower Blvd.

Frankfort, KY 40601

Re: Case No. 2014-00378

Dear Mr. Derouen:

In response to the letter of November 7, 2014, requesting permits or franchises for
this project, the District submits the permit from the Division of Water for the pump
station construction. Because this project is a change order from the original project, no
bids are required. No other franchises or permits are required.

ohn N. Hughes %
124 West Todd St.
Frankfort, KY 40601
(502) 227 7270

jnhughes@fewpb.net

Attorney for East Casey County
Water District



LEONARD K, PETERS
SECRETARY

STEVEN L. BESHEAR
GOVERNCR

ENERGY AND ENVIRONMENT CABINET
DEPARTMENT FOR ENVIRONMENTAL PROTECTION
DIVISION OF WATER
200 FAIR OAKS LANE, 4TH FLOOR
FRANKFORT, KENTUGKY 40601
www. kentucky.gov

January 14, 2015

Mr. Andy Greynolds

East Casey Co Water District
P. O. Box 56

Liberty, KY 42539

RE:  [ast Casey Co Water District
AI#t 33855, APE20140001
PWSID # 0230556-14-001
Allen Town Booster Pump Station
Casey County, KY

Dear Mr. Greynolds:

We have reviewed the plans and specifications for the above referenced project. The plans
include the construction of Booster Pump Station to replace an existing station with tike head
conditions. This is to advise that plans and specifications for the above referenced project are
APPROVED with respect to sanitary features of design, as of this date with the requirements
contained in the attached construction permit.

Based on DOW records, this project is being funded by a State Revolving Fund (SRF)
loan. Therefore, this approval is for the technical aspects of the project only. Currently, a State
Planning and Environmental Assessment Report (SPEAR) related to your funding application is
under review. Therefore, vou are NOT auvthorized to advertise for bids at this time. Should
you choose to proceed with the bidding and award a contract prior to DOW approval, this
will be at your own risk and payment from the SRF program is not guaranteed

. If you have any questions concerning this project, please contact Mr. William Wright at
502-564-3410 extension 4829,

Sincerely,

Mark Rasche, P.E.
Supervisor, Engineering Section
Water Infrastructure Branch
Division of Water

MR:WW

Enclosures

G Kenvirons, Inc. {(by e-mail ouly)
Lake Cumberland District (Casey County) Health Department (by e-mail only)
Public Service Commission (by e-mail only)
Division of Plumbing (by e-mail only)
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Distribution-Major Construction
y East Casey Co Water District
Facility Requirements

Activity ID No.: APE20140001

Page 1 of 4
-PORT0000000027:

Narrative Requirements:

Condition

No. Condition

Tl Construction of this project shall not result in the water system's inability to sﬁpply consistent water service in compliance with 401 KAR 8:010 through 8:600. [401
KAR 8:100 Section 5] :

T2 The public water system shall not implement a change to the approved plans without the prior written approval of the cabinet. [401 KAR 8:100 Section 4(3)]

T-3 A proposed change to the approved plans affecting sanitary featares of design shall be submitted to the cabinet for approval in accordance with Section 2 of this
administrative regulation. [401 KAR 8:100 Section 4(2)]

T4 During construction, a set of approved plans and specifications shall be available at the job site. Construction shall be performed in accordance with the approved
plans and specifications. [401 KAR 8:100 Szction 3(1)]

T-5 Unless construction begins within two (2) years from'the date of approval of the final plans and specifications, the approval shall expire. [401 KAR 8:100 Section
3(3)] :

T-6 Upen completion of construction, a professional engineer shall certify in writing that the project has been completed in accordance with the approved plans and
specifications. [401 KAR 8:100 Section 4(1)] ’ i

i The system shall be designed to maintain a minimum pressure of 20 psi at ground level at all points in the distribution system under all conditions of flow.
[Recommended Standards for Water Works 8.2.1, Drinking Water General Design Criteria IV.1.a]

T-8 Pumping facilities shall be elevated to a minimum of three feet above the IOO?yeér flood elevation, or three feet above the highest recorded flood elevation,
whichever is higher, or protected to such elevations, [Recommended Standards for Water Works 6.1.1.4]

T-9 Pumping facilities shall be readily accessible at all times. [Recommended Standards for Water Works 6.1.1.b]

T10 Pumping facilities shall be graded around the station so as to lead surface drainage away from the station. [Recommended Standards for Water Works 6.1.1 .c]

T-11 Pumping facilities shall be protected to prevent vandalism and entrance by animals or unavthorized persons. [Recommended Standards for Water Works 6.1.1.d)

T-12 Raw and finished pump stations shall have adequate space for the installation of additional units if needed, and for the safe servicing of all equipment.

[Recommended Standards for Water Works 6.2.a]




Distribution-Major Construction
East Casey Co Water District
Facility Requirements

Activity ID No.: APE20140001
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PORT0000000027 (continued):

Narrative Requirements:

Condition

No. Condition

T-13 Raw ;znd finished pump stations shall have floors that slope to a suitable drain. [Recommended Standards for Water Works 6.2.e)

T-14 Raw and finished Ipump stations shall provide a suitable outlet for drainage from pump glands without discharging onto the floor. [Recommended .Standards for
‘Water Works 6.2.f] o i

15 At least two pumping units shall be provided. With any pump out of service, the remaining pump or pumps shall be capable of providing the maximoum pumping
demand of the system. [Recommended Standards for Water Works 6.3] .

T-16 Pumps shall have ample capacity to supply the peak demand against the required distribution system pressure without dangerous overloading, [Recommended
Standards for Water Works 6.3.a]

T-17 Pumps shall be driven by prime movers able to meet the maximum horsepower condition of the pumps. [Recommended Standards for Water Works 6.3.h]

T-18 Pumps sball be provided with readily available spare parts and tools. [Recommended Standards for Water Works 6.3.cj

T19 Pump stations shall have indicating, totalizing, and récording metering of the total water pumped. [Recommended Standards for Water Works 6.6.3]

T20 Each pump shall have a standard pressure gauge on its discharge line. [Recommended Standards for Water Works 6.6.3.a]

T-21 Each pump shail have a compound gauge on its suction line. [Recommended Standards for Water Works 6.6.3.b]

222 ‘Where two or -more pumps are installed, provision shall be made for alternation. [Recommended Standards for Water Works 6.6.5]

123 Provisions shall be made to prevent energizing the pump motor in the event of a backspin cycle. [Recommended Standards for Water Works 6.6.5]

T-24 Electrical controls shall be located above grade. [Rccommcnded‘Standards for Water Works 6.6.51

T25 Equipment shall be provided or other arrangements made to prevent surge pressures from activating controls which switch on pumps or activate other equipment

outside the normal design cvele of operation. [Recommended Standards for Water Works 6.6.5]
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East Casey Co Water District
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PORT0000000027 (continued):

Narrative Requirements:

Condition

No. Condition

T-26 - Pump stations shall have a power supply provided from at least iwo independent sources or a standby or an auxiliary source. [Recommended Standards for Water
Works 6.6.6]

T-27 If standby power is provided by onsite generators or engines, the fuel storage and fuel Tine must be designed to protect the water supply from contamination.
[Recommended Standards for Water Warks 6.6.6]

T-28 All Tubricants which come into contact with the potahle water shall be certified for conformance to ANSI/NSF Standard 60, [Recommended Standards for Water
Works 6.6.8] )

T-29 Booster pumps stations shall have a bypass available. [Recommended Standards for Water Works 6.4.¢]

T-30 Each booster pumping station shall contain not less than two pumps with capacities such that peak demand can be satisfied with the largest pump out of service.
[Recommended Standards for Water Works 6.4.1]

T-31 All booster pumping stations shall be fited with a flow rate indicating and totalizer meter. [Recommended Standards for Water Works 6.4.2]

T-32 Inline booster pumps shall be accessible for servicing and repairs. [Recommended Standards for Water Works 6.4.3]

T-33 Each pump must have an isolation valve on the intake and discharge side of the pump to permit satisfactory operation, maintenance and repair of the equipmént.
[Recommended Standards for Water Works 6.6.1]

T-34 Each pump shall have a positive?acting check valve on the discharge side between the punip and the shut?off valve. [Recommended Standards for Water Works
6.6.1]

T-35 Pump station piping shall be designed so thlal: the friction losses will be minimized, not be subject to contammination, have watertight joints, be protected against surge

or water hammer with suitable restraints when necessary, and be such that each pump has an individual suction line or the lines shall be manifolded that they will
insure similar hydraulic and operating conditions. [Recommended Standards for Water Works 6.6.2]

T-36 Booster pumps taking suction from storage tanks shall be provided adequate net positive suction head. [Recommended Standards for Water Works 6.4.b]
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East Casey Co Water District
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Narrative Requirements:

Condition

No. Condition

T-37 Booster pumps shall controlled so that avtomatic shutoff or low pressure controllers maintain at least 20 psi in the suction line under all operating conditions.
[Recommended Standards for Water Works 6.4.¢]

T-38 Booster pumps taking suction from ground storage tanks shall be equipped with automatic shutoffs or low pressure controllers. [Recommended Standards for Water
Works 6.4.c] i

T-39 All automatic puanp stations should be provided with automatic signaling apparatus which will report when the station is out of service. [Recommended Standards
for Water Works 6.5] : '

T-40 . All remote controlled stations shall be electrically operated and controlled and shall have signaling apparatus of proven performance. [Recommended Standards for
Water Works 6.5] :

T-41 Raw and finished pump stations shall have a floor elevation of at Ieast six inches above finished grade. [Reéommended Standards for Water Works 6.2.¢]




